
(I\J5
I;-ý SikALC-006181 LLVLL

THE FEASIBILITY OF OIL ANALYSIS FOR
, ,AIR FORCE DIESEL ENGINES

, •_• J.P. Cuellar, Jr.
1 -L.L. Stavinoha'•i• < J.D Tosh
!7 -,'71 J.A. Russell

-. B.R. Wright

Southwest Research InstituteA~il San Antonio, Texas 78284

D DDC

June 1979 , rN 4 i- nr ff
iJ~ 24 So•LU

jo...Final Report September 1978-June 1979 B

Approved for Public Release; Distribution Unlimited

U-0

TAM Prepared for

.1 DIRECTORATE OF MATERIEL MANAGEMENT (
SAN ANTONIO AIR LOGISTICS CENTER
AIRt FORCE LOGISTICS COMMAND
KELLY AIR FORCE BASE, TEXAS 78241

2 005

--- ,[m... -....



When Government drawings, specifications, orother daaaeue oran
purpose other than in connection with a definitely related Government procurement
operation, the United States Government thereby incurs no responsibility nor any
obligation whatsoever; and the fact that the Government may have formulated,
furnished, or in any way supplied the said drawings, specifications, or other data is
not to be regarded by implication or otherwise as in any manner licensing the holder
or any other person or corporation, or conveying any rights or permission to man-
ufacture, use, or sell any patented invention that may in~ any way be related thereto.

This report is available through the Defense Documentation Center, Cameron
Station, Alexandria, Virginia 22314.

This technical report has been reviewed and is approved for publicrtion.

Walter M. Walden
USAF OIAP Manager

Copies of this report should not be returned unless required by security consid-
eration, contractual obligations, or notice on a specific document.



UNCIASSIFIIED
SECURITY CLASSIFICATION OF THIS PAGE (when Dole Entered)

( ~~~ ~ ~ ~ BFR COMPALETINGT FORMAAYSSFO IRO

PERREORTNMIN R 0. GANOAVT ACAESIO AND A3SS. RCPROGR SCAAMO ELM NTBPROJCTS

AREA A WOKUNTNUBR

4I. CONT' OLN OFIC NAMET ANDO ADDRESS

SCEDULE

JApprovsed oluli BR/reeise itrbtoi nltd

17 DITR0UIO SPAOGREN (LEEf PROECT TASKtetee nBori2,fdifrn ro eot

AiruFhrest Researc Instinete

Sand intormnion Lo ebldgncrceistics, rebuild cuostnrbul

tIll efNIORt.G AGEC NAEcn tas ADRS ifermulte fro setrln Offirco ede d 5 EUIYCAS o anl tical prt

DD ~ ~ ~ ~ ~ ~ ~ F CM7 1473 EDIIO 'DOF INVGSORLT UNAA65Iý 6

SECRIT DILATSIFBCATOO OTTEEN THIS tAGE Repnortt)-it,

AprvdfrpbiVees;dsrbt~Lui-mtd
17 DSRIUIOSAEMN_(f(te_______eneediBok_0,!_dferntfomRpot



UNCLASSIFIED
SECURITY CLASSIFICATION OF THIS PAOE(W9h.n Date gnterod)

r ~program implementation shoved that the estimated savings/cost ratio is margin-
ally attractive. Limiting the program to only selected equipment classes, it
was estimated that a miaximum return of $1.97 could be expected for each
program dollar-invested.

4

I ~SECURtITY CLASSIFICATION OF THIS pAGE(Whon Date ffnteed)



PREFACE

This final report was prepared by the Mobile Energy Division of Southwest
Research Institute (SwRI). The effort ýwas sponsored by the7Directcorate of
Materiel Management, San Antonio. Air Logistics Center (ALC), K(elly Air Force
Base, Texas, under contract F41608-78-C-B224 for the period 18 September

1978 to 18 June 1979. The Air F'orce Project Monitor was MrW~le
MaW e, - an rton16h ALC /MMET,' . Mr. J,P. Cuellar, Jr., of SwRI, was
technically responsible for the work.

The authors acknowledge the significant contributions to this work by Messrs.

S.R. Westbrook, W.W. Hardaway, Sr., J.W. Pryotr, and J.A. Kachich of
SwRI. Special recognition Is due to Messrs, Edwin C. Montgomery and Louis
Alvarado of the Directorate of Maintenance at San Antonio ALC who provided
much of the data and information pertinen-t to the task on engine classifica-
tion. Finally, acknowledgement is given to the numerous military and in-
dustry personnel who provided the benefit of thieir background andI exper-
ience to the study. .

ACCMI6N for
NTIS Wh~llite ýSection
DOC Buff section o3
UNANNOUNCED 13

JUST II ATION

by

DI6TRIBUIOiNJAMARABtfY COaS

01st A,'AI. aiid/ýor SECIAb"A



TABLE OF CONTENTS

Section Page

I I. ENGINE CLASSIFICATION. . ...............................

Engine Performance ...................... 6
Air Force Diesel Engine Types and Utilization...............7
Equipment Selection......so................................16

II. UE ILN-HouSe IS9 ... .. .. ............. 9*99 ...... 2

Analytical Practices. . . . . . . .. . .. . . .............. .... 27
Major Oil Suppliers. . .. .. .. .. .. .. .. .. .. . . . . . . . . . 27
Engine Manufacturers. . . . o. .. .. .. .. .. . .. . .. .. .. .. .32

Technical Evaluation 9...... o*..*...... ............... .9..41
Recommended Analytical Techniques and Sampling Procedures..45

Analytical Techniques..99**9* . .......... oo...............46

Laboratory Equipment ............................... ..es 9.50
Sample Analysis Costs.... ............... 99999999999999999950
Estimated Cost Benefits.....9 9 ee*9 ......................... 52

V. CONCLUSIONS AND RECOMMENDATIONS ................... e..........57

APPENDIX--ASSESSMENT OF THE STATE-OF-THE-ART IN USED OIL ANALYSIS
THROUGH A REVIEW OF THE LITERATURE. ............. ..5

19 MILITARY VIEWPOINT............... ........... .6

Ii. OIL ANALYSIS IN GENERAL. ...........

III. OIL ANALYSIS AND FERROGRAPHY ...... ........ .............. oe..*8

BILORPY.........

3 -.



LIST OF ILLUSTRATIONS

Figure Page

1 End Item Inventory by EquipmentType.........................17
2 Annual Engine Rebuild Rate by Equipment Type.................18
3 Annual Rebuild Cost by Equipment Type........................19
4 Annual Rebuild Cost per Unit in Service...................... 20

LIST OF TABLES

Table Page

1 Air Force Diesel Engine/End Item Inventory Data...............8
2 Rebuild Costs by EquipmentType..............................14
3 Typical Diesel Engine Wearmetal Control Limits..............23
4 Interpretation of Analytical Results....................... .23
5 Relation of Used Crankcase Oil Analysis to Engine Condition

6 Recommended Used Oil Analyses Program........................31
7 Factors Causing Changes in Lubricant Service Life............ 33
8 ASTM Standard Methods of Test Used by Chevron for

Engine Lubricating Oils.34
9 Tests Conducted by Teledyne Continental on Lubricant

10 Analytical Procedures Used by Cummins Engine Company.........38
11 Test Techniques for Diesel Engine Monitoring--Service

Labs .e........ . . . . . . . . . . . . . . . . . . . . . . .3

12 Test Techniques for Diesel Engine Monitoring--Oil
Companies and Engine Suppliers,...................... .. 40

13 Scheme for Relating Engine Condition to Abnormal
Analytical Data...........................................49

14 Equipment Costs per Laboratory .............................. 51
15 Analysis Cost per Sample . .... ....... .... ...... ..... .. .. 51
16 Diesel Engine OAP Economics..................................53

A-1 Metals in Diesel EngineOils.................................b1
A-2 Metals Found ini Contaminants ....... . ........... o.... ...... . 61
A-3 Used Oil Properties, Analytical Methods, and Significance....68
A-4 Cause of Oil Analysis Test Results Related to Diesel

Engine Condition and/or Operation .. o....................... 70

4



SECTION I

INTRODUCTION

Some seventeen years ago the Air Force initiated a spectrometric oil analysis

program applicable to aircraft in an effort designed to prevent engine fail-
ures, reduce accidents, and decrease maintenance requirements. Presently,

spectrometric lubricant analysis for wearmetals monitors some 60,000 items of
equipment, principally aeronautical, with a monthly workload near 120,000

samples. The success of the oil analysis program has been well demonstrated
in terms of maintenance cost avoidances which, for calender year 1977, a-
mounted to a value in excess of $51 million. A dollar-saving of this magni-
tude for aircraft equipment not only justifies the current program but also

suggests a sizeable potential for increased savings through expansion of the

program to include nonaeronautical equipment.

The Air Force Oil Analysis Program (OAP) Management Office recognized this

potential, and identified diesel engines as an equipment class in the Air Force
inventory with some probability of success in an expansion of the OAP to

include nonaeronautical equipment. The work described herein was a feasi-
bility study designed to explore the expected benefits from Air Force diesel
engine oil analysis. Employing Air Force supplied records, engines were

classified as to characteristics, end item, usage, and rebuild rates and costs
for the period April 1977 through March 1979. A second task examined

available information on current or promising analytical techniques and samp-
ling procedures, in both commercial and military practice, applicable to diesel

engine monitoring. From this examination, a set of analysis methods was
formulated with emphasis on applicability, cost, and performance simplicity.
Lastly, the economic factors relative to implementation of Air Force diesel

engine oil analysis were considered.
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SECTION II

ENGINE CLASSIFICATION

General

In 1977, early detection of impending failures of 1394 aircraft engines resulted

in depot overhaul cost avoidances in excess of $51 million. The Air Force

estimates that additional savings can be achieved through a comprehensive oil

analysis program tailored specifically to the requirements of diesel engines

currently in the Air Force inventory.

This section will discuss the methods utilized to collect sufficient data to

facilitate categorizing Air Force diesel engines and provide other pertinent

information in a manner that selection of engines to be placed in an oil analy-

sis program could be systematically made.

Engine Performance Sources

To compile adequate information, numerous contacts and visits to Air Force

installations were made. The following Air Force personnel were very cooper-

ative and helpful in providing necessary records, so this information could be

extracted:

Mr. Edwin C. Montgomery, San Antonio ALC, MMP

Mr. Louis Alvarado, San Antonio ALC, MMPRR

Mr. Ray Will, Sacramento ALC, MMIMB

Mr Sidney Morris, Warner Robins ALC, MMIRAB

Mr. Ollie Turner, Wright-Patterson AFB, LOWCS

Also, in addition to Air Force Logistics Command Centers, visits to other Air

Force installations were made. Personnel contacted and corresponding instal-

lations were:

M.4r. Robert Hunhke, Offutt AFB, LGTV

LTC P.L. Roberts, Little Rock AFB, 308th Missile Maint. Squadron
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The above contacts plus contacts with various engine manufacturers/ dealers

provided sufficient information for the compilation of data presented in Table

R It should be noted that during these visits, especially to Sacramento ALC,
Offutt AFB and Little Rock AFB, it was discovered that a great number of,

engines, particularly generators are not on the "normal" Air Force inventory

lists. Tho-so generators and engines are considered "Real Installed Property

Equipmenit" and are under control of the various bases' Civil Engineers. It

was concluded that in order to include these in the final document for selec-
tion of engines for an oil analysis program, visits to virtually every Air Force

installation would be required. Therefore, since neither time nor funds would
permit visits to every Civil Engineer Squadron in the Air Force, the "Real

Installed Property Equipment" Is not included in the information presented in

Table 1.

Air Force Diesel Engine TyT~es and Utilization

Table 1 presents complete descriptive information for diesel-powered end items

currently in service In the Air Force. Engine descriptive material together

with quantity in service, Initial cost, engine rebuild cost, and number of each
engine type rebuilt during the 2-year period April 1977 through March 1979
were derived from records made available by those individuals mentioned

above.

In many cases, data for the number of engines rebuilt during these periods

were not available, likely due to the fact that these specific end. Items were in
very low usage during that time. It should be emphasized that the various

subjective descriptive termsj used tc differentiate severity of service (L = low,
M = moderate, H = high), have b'een based upon typical Air Force field utili-

zation of each general class of end Item; the range of severity varies drama-

tically when considering wo~rldwide Air Force operations.

The end item types -,-equiring overhaul, within the 2-year period covered by

Table 1 were combined according to seven major categories, as shown in Table

2. The annual rebuild cost listed for each end item is the average of the

7
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TABLE 2. REBUILD COSTS BY EQUIPMENT TYPE

Average
No. in Service Failures Annual Rebuild

End Item as of March 79 per Year Cost, $K

Generator Sets

DOD 15 kW 71 1 0.55
DOD 30 kW 71 0.5 0.30
EMU-15 62 2 2.30
EMU-16 65 0.5 0.95
EMU-19 V 240 3 5.10
EHU-21 412 1.5 3.75
EMU-22 35 7 5.25
EMU-24 17 2.5 9.50
MB-5 486 1 2.10
MB-5A .598 6 11.40
MB-15 528 6.5 29.85
MB-16 315 2.5 8.00
MB-17 844 2.5 6.45
MB-18 907 21 56.10

MB-19 332 3 1.15
MEP-100 kW 12 0.5 0.70
MEP-200 kW 38 1 2.15

Total 5033 62.00 145.60

Snow Plow&

Rotary, 34000 GVW 115 0.5 1.25
Rotary & Disp, 34000 GVW 40 0.5 0.50
Rotary & Disp, 36000 GVW 133 0.5 0.80
Rotary, 54000 GVW 580 5 26.95
Rotary & Disp, 54000 GVW 225 2 5.00

Total 1123 8.5 34.50

Loading Vehicles

40K Loader 184 9.5 18.55
Fork Lift, Adverse Terrain 124 27.5 74.25
TD-20B Crawler Tractor 203 0.5 1.90

& 250 Loader
Total 511 37.5 94.70

Towing Vehicles

HD 21P Tractor 31 2.5 14.75
MB-2 Tow Tractor 275 5 14,85

Total 306 7.5 29.60

Fire Trucks

P-4 Flretrucks 396 9.5 92.60
Total 396 9.5 92.60

14
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TABLE 2. REBUILD COSTS BY EQUIPMENT TYPE (Cont'd)

Average
No. in Service Failures Annual Rebuild

End Item as of March 79 per Year Cost. $K

Construction Vehicles

MB-lA Crane 28 1 4.90
270 Pay Scraper 29 4.5 26.10
440 Road Grader 141 13 40.95

T Total =98 18.5 71.95

Facility Equipment

MO-5 Air Compressor 103 0.5 0.30
Oxygen-Nitrogen Plant 12 6.5 36.70

Total 115 7.0 37.00

Overall Total 7682 148 505.95

.I
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April 1977 to March 1979 period. These data, along with those given in Table

1, will be used in the following section of the report to identify those Item

k'-'categories offering the greatest potential for a cost effective oil analysirs

program,

Equipment Selection

The end item populations by major category are depicted graphically in Figure

1. Obviously, generator sets are the dominant class with over 5,000 current-

ly in the Air Force inventory. Figure 2 shows a corresponding bar chart of

rebuild rate for each engine class during the period April 197? through March

1979. Rebuild rate has been calculated as the ratio of end items requiring

depot level rebuild to the total number of end items in each equipment type.

In Figure 2, loading vehicles and construction vehicles can clearly be seen as

the dominant classes, having high engine maintenance requirements. Figure 3 :

presents annual total rebuild costs which is the sum of annual rebuild costs

for each of the specific line items within a given equipment type grouping.

Generator sets dominate this chart largely because of the high number in the

inventory, but now such relatively small classes as loading vehicles, fire

trucks, and construction vehicles can be seen to emerge as costly equipment

classes, emphasizing that these highly specialized items require special mainte-

nance attention, resulting in a disproportionate cost to the Air Force. When

total rebuild costs are divided by the number of equipment items (Fig. 3 and

1, respectively), annual unit rebuild cost (averaged over the 2-year period)

results. These data are shown in Figure 4. This approach clearly identifies

those equipment classes which show greatest potential for reduction in Air

Force diesel engine maintenance excpenditure. Correspondingly, the four sig-

nificant classes (loading vehicles, fire trucks, construction vehicles, and

1 0 facility equipment) would appear to be the most likely candidates for inclusion

in any future Air Force OAP. Identification of potential engine problems by

OAP methodology for these classes would seem to have the dual advantages of

(a) reduction in Air Force maintenance cost and (b) reduced down-time for

certain Items of equipment which, although relatively small in number, are

obviously critical to Air Force support operations.

16





6-4

La.

C'.,,

6-4

CD~

Lii'
LLJ~

La . ,.

* . . sIA

. ~ ~ a A -
* * . .. C

0L . ,
a (11

. .. . (i
UT ..

a: . ..

A4 ..

ilk.. a
* O 3

-4 ..

* . ,18



!0

CD3
A :=

A RSLaJ La

I. z .

A00

I LI L It:::

La. CO -

.J
bI•.

I•Iw o

(1

[V .. . I- .' i ..

,i,-i• ,(-

IL



Lii

LA.'

uiV

wL U-T I
Liz

I- 
'-4 J

1-4

CD U) (D U m DU
' ~Cl) CV) N N - ' U

20)



SECTION III

USED OIL ANALYSIS

General

This program task dealt with an evaluation of analytical techniques and samp-

ling procedures applicable to diesel engines, fcor possibic; implementation by

Air Force field-level personnel and OAP laboratories. The effort sought to

compile and assess available background experience and data, both commercial

and military. Lubricant analyses of interest were principally those capable of

signaling incipient engine malfunction such that corrective maintenance actions

can be recommended prior to the time of extensive mechanical damage. This

category of determination basically includes spectrometric oil analysis for

engine wearmetals and physico- chemical oil analyses for the presence of con-

taminants such as fuel, dirt, engine coolant, or other insolubles.

While not totally separable, analytical techniques indicative of lubricant inte-

grity, such as oxidative deterioration or additive depletion, were of secondary

importance. Emphasis was placed on those characteristics of the lubricant

which might serve as criteria of engine performance, as opposed to those

which might indicate the need for oil change.

Through correspondence, telephone contact, and personal interviews, cur-

rently recommended practices related to diesel engine oil analysis were deter-

mined for several analytical service laboratories, military agencies, major oil

suppliers, and engine manufacturers. Personnel were asked to describe the

type and purpose of analyses performed for their customers, as well as limit

criteria. Varied responses were given in regard to the latter. Some labora-

tories had established limit criteria available, others applied criteria promul-

gated by their customers, while some stated that decisions were based solely

on trend analysis without regard to specific limits.

Anlyical Services

Commercial Analytical Services. Analysts, Inc. serves a large number of

commercial diesel engine operators. This company performs a spectrometric

21



analysis of oil samples to determine wear, the presence of coolant (coolant

additives), dirt (indicative of air intake problems), and lubricant identifica-

tion (additive metals). The following listing identifies element types and

possible sources:

Wearmetals Coolant Additives

Iron Boron

Lead Sodium

Copper

Chromium Lubricant Additives

Aluminum Phosphorous
Nickel Zinc •

Silver Calcium

Tin Barium

Magnesium

Dirt Ingestion

Silicon

Analysts, Inc. does not advocate the application of wearmetal limits, prefer-

ring to base recommendations on the rate of change in concentration. Stan-

dard physico-chemical testing includes fuel dilution, total sclids, water con-

tent, Saybolt viscosity at 210 0 F, and total base number.

Analysts, Inc. instructs its customers to collect samples after the equipment

has been in operation for at least 15 minutes and while still warm. Recom-

mended sampling points, in order of preference, are a petcock installed in the

oil line before the filter, the oil dipstick tube, and the lubricant sump drain.

The Technical Service Laboratories of Mobil Oil Corporation offer a commercial

service for the monitoring of diesel engines. They perform a wearmetals

analysis by emission spectrometer. Lubricant analyses conducted by Mobil

include automated Brookfield viscosity, membrane filtration in pentane for

insolubles, and differential infrared analysis for water (at 2.9 micrometers),

glycol (at 9.3 and 9.7 micrometers), and oxidation (at 5.8 micrometers). Fuel I
dilution is estimated from viscosity data. Table 3 illustrates the Wcarmetal

criteria developed by Mobil while Table 4 presents their interpretation of oil

analysis data.

22
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TABLE 3. TYPICAL DIESEL ENGINE WEARMETAL CONTROL LIMITS
(Mobil Technical Service Labs)

Engine Classification
2-Cycle 4-Cycle

Moderate High Moderate Higher
Volume Volume Output Output

Metals, ppm Displacement Displacement Engines Engines
Silicon 16-20 9-12 16-20 16-20

Iron 71-100 61-80 71-100 161-190
Aluminum 8-15 8-15 16-20 16.-20
Copper 26-40 61-80 16-50* 36-55
Lead 21-40 21-40 24-50* 51-70
Tin 6-15 6-15 6-16 6-15
Chromium 11-15 6-10 11-15 16-20
Boron** 21-40 21-40 21-40 21-40

Note: All ranges shown above are considered the borderline region.
Below this range, results are satisfactory; above it, results
are unsatisfactory.

* Maximum value may be reduced in certain critical engines.
** Boron may be present as an oil additive. If so, boron is less

useful in coolant leak determinations.

TABLE 4. INTERPRETATION OF ANALYTICAL RESULTS

(Mobil Technical Service Labs)

Lubricant API Classification - CD/SE

Higher
Output
Engines

SAE Viscosity Grade: 10 20 30 30 40 50
Viscosity Controls*
Min -3 -5 -8 -8 -10 -18
Max +8 +7 +8 +10 +7 +12

Fuel Dilution, % est (B) 5 5 5 5 5 5
Water, wt% (B) 0.15-0.20---------
Glycol, wt% (U) ----- Any Detectable Amount - -
Oxidation, A/cm (B) 20-25 20-25 20-25 25-30 20-25 20-25
Insolubles, wt%, 0.3 •j m (B) 3.5-4.0----------

B - Borderline
U - Unsatisfactory
* Normal or satisfactory for SUS change from average new oil viscosity.
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Optimal Systems, Inc. performs a spectrographic oil analysis for diesel engine

wearmetals. Elements recorded are those cited by Analysts, Inc. plus molyb-

denum. The normal test methods additionally used by Optimal include 210OF

kinematic viscosity and differential infrared spectroscopy. The latter serves

to identify water, oil oxidation produc+s, nitration, ethylene glycol, fuel

dilution, and soot. A rapid gas chromatography technique may also be used

for a determination of fuel in the lubricant.

Cleveland Technical Center, Inc. offers its "Spectra-Check" services for

preventive maintenance. The recommended tests for diesel engine monitoring

include analysis for 18 elements (those listed for Analysts, Inc. plus antimony

and manganese) by emission spectrometer. Fuel dilution in the lubricant is

estimated from the flash point of the oil performed by ASTM Method D 92.

Water and insolubles are determined by centrifuge per Method D 96. Lubri-

cant Saybolt viscosi*-r is evaluated at 100 0 F. A blotter spot technique is

utilized for indication of adequate oil detergency.

A number of comments pertinent to diesel engine surveillance were offered

during a panel presentation on "Oil Analysis--A Predictive Maintenance Tool"

held at the Energy Technology Conference and Exhibit in Houston, Texas,

8-9 November 1979.

Southwest Spectro-Chemn Laboratories, Inc. described its service available in

this area. This company employs eriission spectroscopy for 16 elements

(presumably the same as those identified by Analysts, Inc.). Differential
infrared is used to determine lubricant nitration and oxidation. Additional
tests include viscosity and acid number. A blotter spot test technique is

employed as a screening tool for insolubles, fuel dilution, and the dispersancy

effectiveness of the oil.1

A representative of Union Carbide described the analyses conducted by a

commercial laboratory (unidentified) for his firm. Sixteen elements are de-

termined spectroscopically. Testing is also performed to determine viscosity,

acid number, water, and blotter spotting. Infrared is available, but it is not

routinely used. Unlike the recommendations of others, Union Carbide prefers

a selected oil sampling point downstream of the oil filter for sampling valve

location. i
•,• •24

i~0ý



In-House. On-site interviews were conducted at the oil analysis laboratory cf

H.B. Zachry Company. Zachry is a large construction firm engaged in inter-

national operations. Its laboratory analyzes some 30,000 samples per year and

monitors both diesel and gasoline engines. Emission spectroscopy is used to

determine the concentration of 22 elements in used oil samples. Flash point

and viscosity data are used as indicators of fuel dilution, oil oxidation, or

high particulate levels. Lubricant systems are sampled at the time of oil

change (150 hours).

Zachry is presently implementing a totally automated data system. Its goal in

oil analysis is the development of rapid test techniques for wearmetals, vis-

cosity, fuel dilution, etc., requiring a total analysis time of 3 minutes or

less.

Military. Contact and discussions were initiated with various personnel in-

volved in military oil analysis studies or programs for nonaeronautical equip-

ment. Facilities included the Long Beach Naval Shipyard, the tri-service's

Joint Oil Analysis Program Technical Support Center (JOAP-TSC) at Pensa-

cola, Florida, and the Army's Materiel Readiness Support Activity (MRSA) at

Lexington, Kentucky.

Oil analysis work at Long Beach has a limited scope. Samples are taken from

test-cell runs on rebuilt diesel engines. Trend analysis is employed in moni-
toring wearmetal concentrations, primarily for iron, aluminum, silver, lead,

zinc, tin, and copper. Criteria have been developed through experience and

would p*'obably not be applicable to field service.

Discussions with JOAP-TSC representatives were held on 1 December 1978

"during a visit to SwRI. Their recommendations pertained to the use of modi-

fied methods for lubricant property assessment. The following procedures

were noted:

0 Insolubles -- by centrifuge using heptane with a coagulant

I•' " ,-25

S'4



* Viscosity -- by vibrating sphere procedure (Nametre viscometer)

• Fuel dilution -- low-resolution gas chromatography

0 Soot and oxidation -- blotter spot test and infrared spectrometer.

MRSA at Lexington has primary responsiblity for the Army Oil Analysis Pro-

gram (AOAP). initially, AOAP ,-,,as restricted to wearmetal surveillance for

aircraft. In recent years, the program was expanded to include nonaezo-

nautical equipment. More recently, physico-chemical testing has been added

for the latter equipment, principally diesel-engine-powered vehicles. Reduced

maintenance costs and extended oil change intervals are AOAP goals, and data

for 1978 showed an impressive 20 to 1 cost savings for the overall program

(aero and nonaero equipment).

For nonaeronautical equipment on normal oil change intervals, AOAP proposes

use of the following tests: 1
* Emission spectroscopy for 20 elements

* Blotter spot test for solids

* Crackle test (hot-plate) for water

0 Nametre technique for viscosity
* Centrifugation for solids (required only for positive indication by blotter

spot, crackle test, or viscosity increase)

* Gas chromatography for fuel dilution (required only for indication of re-

duced viscosity or sample burning during spectrometric analysis).

Acid and base number titrations are added to the above list for equipment on

extended oil drain intervals.

Wearmetals criteria for several items of equipment have been promulgated by

issuance of the AOAP Laboratory Guide for Nonaeronautical Equipment. This

document has been scheduled for expansion to include additional items of

equipment as well as lubricant property guidelines. The expanded version

will be issued as a formal Army Technical Manual.
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Analytical Practices

Major Oil Suppliers The analytical practices of the major oil suppliers are

discussed in the following paragraphs.

L Texaco places emphasis on used oil analysis for two reasons: (1) to indicate

used lubricant quality and (2) to disclose operational problems. Texaco' s

analysis program includes most of the standard procedures used by most

analytical laboratories, including water content, viscosity, flash point, in-

solubles, neutralization number, blotter tests, ash content, and spectro-

graphic analysis for metals content. The publication describing each of these

tests also includes precautionary statements which essentially established the

limiting values for the test results.

Table 5 describes the relationships between the used oil analysis to engine

condition or operation parameter.

Spectrographic analysis is also used to establish the concentration of various

metals in the used oil. The metal concentrations of the new oil are compared

to the concentration of metals in the used oil in order to establish engine

wear and contamination levels.

Shell Oil also recommendc a used oil analyses program, primarily to establish

lube oil drain periods. The limits vary with engine types and service. Table

6 lists the conditions that are evaluated and general limits they have esta-

blished. Shell Oil has also derived equations showing wear rate curves over

extended usage. The equations also take into consideration the oil consump-

tion for the particular engine. The results that Shell has obtained indicate

that the rate of increase of certain contaminants is more important than the

actual level that is determined.

Sun Oil does not normally conduct routine maintenance analyses of used

lubricants to monitor equipment condition. However, for diesel lubrication

studies, the following standard test procedures are used--kinematic viscosity,

metals by emission spectrography, infrared, acid and base number, and glycol

content. Sun Oil also recommends some type of di-electric measurement as a

quick and cheap indicator of more serious problems.
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TABLE 5. RELATION OF USED CRANKCASE OIL
ANALYSIS TO ENGINE CONDITION OR OPERATION

Contributing Engine Condition

Test Result Probable Cause or Operation

Water 1. Condensation Low-temperature operation

contamination Low-cooling jacket temperature
Inadequate crankcase ventilation
Excessive engine idling
Short periods of intermittent
service

2. High blowby Ring belt area
Worn rings or liners
Stuck or broken rings

Exhaust system restrictions

3. Coolant leakage Leaking head gasket
Improperly torqued cylinder
head

Defective or blown gasket
Leaking seals on wet-side
liners

Defective seal
Improper installation
Cracked block or cylinder
block

Viscosity 1. Use of lower
reduction viscosity product

2. Fuel dilution Overfueling
Restricted fuel return line
Oversize injectors
Poor combustion
Poor injector spray pattern
Dribbling injectors
Restricted air supply or
exhaust system

Worn rings and liners
Ring sticking or breakage

Viscosity 1. Use of a higher
increase viscosity product --

2. Contamination Water
Fuel soot--discussed under
insolub les
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TABLE 5. RELATION OF USED CRANKCASE OIL
ANALYSIS TO ENGINE CONDITION OR OPERATION (Cont'd)

Contributing Engine Condition
Test Result Probable Cause or Operation

3. Degradation High-temperature operation
Peak power output
Inadequate cooling
Lean operation

Over-extended oil drains

Insolubles 1. Fuel soot Rich operation
contamination Overfueling

Restricted air intake
Defective injectors
Poor spray pattern
Dribbling nozzles
Worn rings or liners,

stuck rings

2. Ingested dirt Inadequate air filter maintenance
Air leaks in intake system

3. Wearmetal Generally related to quantity of
ingested dirt

Inadequate oil filter maintenance

4. Oil degradation High-temperature operation
Overextended oil drains
Oil pumping
Worn bearings, valves, guides

and rings
High crankcase oil level

Neutralization number
Slow or moderate Effects of normal

rise service

Rapid rise 1. Contamination Fuel blowby products

2. Oi oxidation Excessive operating temperatuies
Overextended service period

Strong acids Heavy fuel blowby Low-cylinder wall temperatures
present Inadequate water washing

during purification

Total base number Effects of normal
Slow reduction service
Rapid reduction Heavy fuel blowby
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TABLE 5. RELATION OF USED CRANKCASE OIL
ANALYSIS TO ENGINE CONDITION OR OPERATION (Cont'd)

Contributing Engine Condition
Test Result Probable Cause or Operation

Differential
infrared increased
absorption at
5.8-5.9 micrometers

Slow rise Effects of normal

service
Rapid rise Oil oxidation Overextended service

High-temperature oxidation
High piston and cylinder
temperatures

Engine hot spots
High bulk oil temperature

Increased absorp- Nitrogen fixation Lean fuel-air ratios
tion at 6.2 Faulty crankcase ventilation
micrometers Excessive blowby

Engine overload

Reduced ash content 1. Use of low ash

product

2. Additive loss Degradation due to severe service
Water contamination and sludging
Use of active clay filters that

remove additives

Increase ash 1. Use of higher ash ---
content product

2. Contamination Ingested dirt
Engine metal wear
Cylinder oil residues
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TABLE 6. RECOMMENDED USED OIL ANALYSES PROGRAM

General
Condemnation

Condition Laboratory Tests Limits

1. Coolant leak Water content, vol% 0.2 max
Glycol content, vol% present
Boron, ppm (a)

Sodium, ppm (a)
Silicon, ppm (a)
Shell ADC oil spot test (b)

2. Fuel leak Fuel dilution, vol% 5.0 max
Viscosity change at 210*F, % -15 min

3. Air filtration Silicon, ppm 20 max

4. Lube oil oxidation Viscosity change at 210*F, % +20 max
Differential IR analysis

at 5.8 micrometers (c)

5. Suspended solids Pentane and benzene insols.,

wt% (c)

Shell ADC oil spot test (b)

6. Alkalinity TBN-E (D 664) 0.5 min
TAN-E (D 664) 6.0 max
Initial pH 4.5 min

Shell ADC oil spot v/color
indicator color change

7. Engine wear Metal content, ppm
Cylinder liners, Fe (c)

rings, etc Cr (c)
Bearings Pb (c)

Cu (c)
Al (c)

8. Screening tests Shell OCI meter (c)

Hopkins An-oi]-izer (c)

(a) Limit dependent on concentration of element present in new oil
and coolant.

(b) Impaired dispersance pattern.
(c) Limit varies with engine type and servtce.
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Conoco considers that there are, basically, two oil-degrading conditions within

the diesel engine. These two conditions are temperature and contamination,

and, in effect, cause both chemical and physical changes in the performance

of the lubricant. Conoco recommends and routinely conducts tests to evaluate

the effects of these two conditions. These analyses include kinematic vis-

cosity, flash and fire point, fuel dilution, coagulated insolubles, particulate

content, acid number, infrared analysis, and emission spectrographic analysis

for metals content.

Conoco states that it considers viscosity as the most significant property

since it is of direct functional importance. If the viscosity is too low, the

lubricant allows excessive blowby and permits wear; if the viscosity is too

high, the oil will not lubricate properly. Factors affecting viscosity changes

are oxy-polymerized products, glycol and water contamination, fuel and soot

contamination, and nitration products. Conoco analyses have shown that flash

point is a good indicator of fuel dilution, except where oxidation has occurred

or where soot is present.

Chevron Research has an active program to analyze used oil samples to deter-

mine the quality of the remaining lubricant. Its tests are conducted to deter-

mine when the lubricant is contaminated and when the lubricant changes

physically and chemically. Table 7 shows the changes in which Chevron is

interested, and Table 8 shows the test methods used to determine these

changes. The Chevron Research approach is to conduct the basic tests.

Then, if results that are out of specification limits are obtained, supplemen-

tary tests are performed.

Engine Manufacturers. The analytical practices of five of the major engine

manufacturers are discussed in the following paragraphs.

Teledyne Continental Motors (TCH). Listed in Table 9 are the analytical

procedures conducted by TCNI on the lubricants of interest. It is noted that
the procedures apply to lubricant monitoring for production and dev'ilopmentalI
test stand engines being run at TCM. The company does not presently

recommei d an oil analysis program for their customers because it is felt that

additional work is needed to establish the value of such programs. TCM is
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TABLE 9. TESTS CONDUCTED BY TELEDYNE CONTINENTAL ON LUBRICANT SAMPLES

Test #1 #2 #3 #4

Kin. Viscosity
at 100*F X X X X
at 210OF X X X X

Viscosity Index X X X X
Total Base No. X X X X
Pentane Insolubles X X X
Benzene Insolubles X X X
Insoluble Resins X X X
% Water by Infrared X X X
IR Trace X X X
Flash Point X X X X
Specific Gravity X X X X
Wearmetals

Iron X X X

Chromium X X X
Aluminum X X X
Silicon X X X
Nickel X X X
Lead X X X
Copper X X X
Zinc X X X X

Calcium X X X X

#1 - 50-hr endurance engine - monthly
#2 - New oil--all bulk shipments
#3 - 400-hr endurance engine
#4 - Failed engine analysis

In TCM's production test cells, the oil is changed every 45 days, or
200 hours of cell operation, whichever comes first. At approximately
22 days or 100 hours of nell operation, an oil sample is taken, and the
water content, specific gravity, and sediment (pentane, benzene, and
resin insolubles) are checked.
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currently investigating some aspects of oil condition monitoring, e.g., they

are conducting tests to determine the correlation between test dust additions

to the lubricant and engine damage, versus spectrometric determination for

silicon.

General Motors (GM). GM does not include any statement in their owner

manuals regarding used oil analysis as a guide to preventative maintenance.

The reason given by GM's Research Laboratories is that oil type/quality, type

of service, and vehicle condition vary considerably. GM feels that it is not

possible to assess the significance of results encompassing all of these varia-

tions. GM feels that oil analysis techniques for preventative maintenance are

usefut only in "closed-loop" operations in which equipment, materials, mainte-

nance, and use are essentially identical. Furthermore, even with the afore-

mentioned parameters held constant, used oil analyses only provide a means to

detect an abnormal change when compared against established baselines.

GM has established both normal and severe service oil change recommenda-

tions. These recommendations are based on the results obtained from a

number of field tests which include general transportation, proving ground,

short-trip, taxi, police fleet, etc. In their studies they utilize many oil

analyses techniques to determine the oil condition. These tests include vis-

cosity measurements, TAN and TBN measurements, insolubles, water and fuel

dilution, metals content, carbonyl and other infrared characteristics, and

carbon content.

Caterpillar Tractor Company. The Caterpillar Tractor Company Scheduled Oil

Sampling Piuram has been in use since 1970 and has been described in a

paper, "Scheduled Oil Sampling as a Maintenance Tool," SAE Paper No. 72

0372 authored by R.L. Klug. Nine metals (Pb, Mo, Mg, Na, Fe, Cu, Cr, Al,

and Si) in addition to fuel dilution (by flash point), antifreeze and water

detection are routinely determined. Products of wear can indicate mechanical
condition and eliminate premature overhaul. Testing is done b- any Cater-
pillar dealers who also interpret the results and make recommendatioiis to the

customer.
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Cummins Engine Company. Cummins does not mncourage the general use of

used oil analyses as a preventative maintenance tool or as a method to deter-

mine oil change intervals. Table 10 lists the tests that are conducted in field

test programs and indicates the limiting values. Spectrographic analysis of

wearmetals is not included since prediction of engine failure has been only

margiral (versus cost) at best.

Detroit Diesel Allison (DDA). This company publishes a guide establishing the

lubricant quality to be used in their engines. DDA requires an SAE 30 or 40

weight oil or a multiviscosity 15W-40. DDA states that oil change intervals

depend upon operating conditions and sulfur content of the fuel. The follow-

ing conditions provide warning valuas requiring a change of lubricant and/or

corrective maintenance action:

(1) The presence of ethylene glycol

(2) Fuel dilution exceeding 2.5% (vol)

(3) Viscosity increase greater than 40% over the new oil (vis at 100 0 F)

(4) Iron content greater than 150 ppm

(5) Coagulated pentane insolubles exceeding 1 wt%

(6) Total base number lower than 1.0 (ASTM D 664)

As a general rule, DDA indicates that operating conditions vary, even with

comparable mileage or hours. Therefore, maintenance schedules should vary.

Summary

Tables 11 and 12 list the various test techniques utilized by the several

organizations contacted in this task. It should be noted that test assignment

for an individual laboratory is made only for a specific property determina-

tion, e.g., centrifugation for total solids. Similarly, some labs do not per-

form a specific test for fuel dilution, but will utilize viscosity data for this

purpose.

As seen in Tables 11 and 12, most organizations listed perform a spectro-

metric analysis for wearmetals, lubricant or coolant additive elements, and

silicon. All labs conduct some type of lubricant viscosity determination.

This lubricant measurement serves a multitude of purposes.
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TABLE 10. ANALYTICAL PROCEDURES USED BY CUMMINS ENGINE COMPANY

(Including Limiting Values)

Property Test Method Test Limits

Viscosity at 400 and 100°C D 445 + 1 SAE Grade or
reduction approx
equivalent to 5%
fuel dilution

or

10% increase at 100 0C
or

25% increase at 40 0 C

Insolubles, n-pentane D 893 1.5% max

Insolubles, benzene D 893 1.0% max

Total Acid Number D 664 3.5 number increase
above new oil value

Total Base Number D 664 2.0 min

Water Content 1) 95 0.5% max

Additive Reduction AES or AAS 25% max
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A significant viscosity decrease may indicate fuel dilution or oil makeup using

an improper (lower) lubricant grade. An appreciable viscosity increase could

signal the use of an improper (higher) lubricant grade, the presence of

excessive contaminants, or oxidative thickening.

While the test techniques vary, most organizations listed in Tables 11 and 12

concur with respect to the importance of evaluating lubricants for the pre-

sence of fuel, water, and solids. Several employ the blotter spot test as a

preliminary indication of such contamination. Acid and base number dete~r-

minations are employed infrequently on a routine basis.

Infrared spectroscopy is a versatile tool used by three labs. However, the

technique requires relatively expensive instrumentation and a trained inter-

preter. Further, there are difficulties encountered in the application of

infrared to equipment in which lubricants from several suppliers may be

commingled, as is the case in the military services.

State-of-the-Art

In support of the survey of oil analysis techniques and procedures, a brief

literature search was conducted on the state-of-the-art in oil analysis. A

description of this search and results therefrom are presented in the Ap-

pendix of this report.

Technical Evaluation

Of the ten responses received from lubricant suppliers and engine manufac-

turers, there was some conflict of opinion with regard to the usefulness of oil

analysis programs for diesel engines. One of five lubricant suppliers felt

that such programs were of value only for closely controlled developmental

studies. Two of five engine manufacturers expressed similar opinions, while

a third suggested that additional study is required to establish the value of

oil -inalysis relative to maintenance savings. All other engine and lubricant

company respondents appear to be convinced of the applicability of oil analy-

sis and are actively promoting its implementation. Within this group are two

of the largest diesel engine manufacturers in the industry. A similar view is
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apparently held by the Army'hchi lann to expand the AOAP coverage

to include 2-1/2 ton and larger wheeled vehicles, 15 kW and larger generator

sets, materiel handling equipment over 4000 lb, and other equipment.

Definitive studies were not available which make it possible to select with

certainty between the opposing viewpoints as to the value of oil analysis.

Obviously, if definitive studies and findings were available, there would be a

unanimity of opinion, either pro or con. Virtually all of the lubricant sup-

pliers and engine manufacturers contacted agree that oil analysis is useful in

cases in which materials, equipment, and conditions of operation are essen-

tially identical. While this requirement certainly serves to simplify the inter-

pretation of analytical results, it is not felt that any deviation from such

conditions precludes the use of oil analysis for monitoring engine condition.

It was also indicated that used oil analysis can be effective in situations

involving poor maintenance practices.

Intuitively and scientifically, it is believed that the applicability of spectro-

metric wearmetal analysis for the detection of certain typos of incipient me-

chanical failure has been adequately demonstrated for selected internal com-

bustion engines. A change in the severity of equipment operation can ob-

scure wear trends but, with experience, the laboratory evaluator can apply

judgmental corrections in such cases, or obtain information from the user

which will permit an accurate assessment of the circumstances.

There is no doubt that excessive oil degradation or contamination by fuel,

water/coolant, soot, dust/dirt, or oxidation will impair the lubricant's function

and may result in engine distress. Because of the complexity of operation

and the numerous interrelated factors involved, it is difficult to establish aI
strict correlation between, say, fuel dilution and crankshaft bearing wear.
Nevertheless, it is apparent that any significant changes in the physical-
chemical properties of a lubricant compounded for a specific application is

potentially harmful to the lubricated mechanical system, and early detection of

any such change may minimize or eliminate the potential distress. Thus, the

question as to the pertinence of an oil analysis program is believed answer-

able primarily on the basis of economic considerations. This subject is ad-

dressed in Section IVo hsreport.
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'Various general and specific limits on used oil properties were cited by the

several respondents. With respect to wearmetal concentration limits, virtually

all respondents stated that these criteria vary with engine type and service

anid, as a consequence, wearmetal limits must be established on the basis of

user experience. This approach is believed to be particularly applicable to

any proposed Air Force program. Thus, wearmetal guidelines should be
developed through a statistical analysis of sample data, and a diagnostic

capability developed through guidance obtained from engine manufacture--s

and/or maintenance feedback information.

Several respondents cited specific limits for lubricant properties such as

percent viscosity change, percent fuel dilution, water content, etc. The

limits given, however, were not totally consistent and no basis for selecting a

particular value was provided. Here again, engine tolerance to a lubricant

property change would be expected to vary depending on engine type and

service. It is believed that property limits proposed by the respondents are

sufficiently consistent to permit selection of tentative criteria, e.g., by

specifying the most restrictive values.

In evaluating the various test procedures /methods in use for diesel engine oilj

analysis, several criteria were considered. These criteria included applica-

bility for the oil property of interest, simplicity, rapidity, cost, and suita-

bility for use at Air Force OAP laboratories. Many of the tests are standard-

ized ASTM (American Society for Testing and Materials) procedures withI
established values for repeatability and reproducibility. Two nonstandard

procedures, the blotter spot test and the crackle test, are somewhat sub-

jective in interpretation and provide only qualitative information.

Spectrometric analysis for wearmetals and other elements of interest is al

established procedure, and this capability presently exists in the Air Force

CAP laboratories. Oil viscosity is considered a most critical property since

any appreciable change in its value will result in a loss of the load-carrying

or lubricating ability of the fluid. Numerous reliable, standardized methods

are in use for viscosity measurement; many are directly related, others are

related through a lubricant density factor. The choice of an appropriate

technique is, therefore, dictated by the elements of equipment cost and ease
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of performance. In the subsequent analysis of program economics, the use of

a vibrating sphere technique for viscosity determination is proposed. While

the apparatus is relatively expensive compared to alternate methods, the

procedure is extremely rapid and easy to perform. It is believed these

advantages overbalance the disadvantage of high equipment cost, especially

for a program with the potential for high-volume analyses.

Other test techniques cited in this section such as neutralization number,

infrared spectroscopy, benzene/pentane insolubles, etc., are certainly ap-

propriate for their intended application, but are primarily associated with the

goal of extended lubricant drain periods. Such test methods are also rela-

tively complex in performance and interpi etation. In addition to spectrometric

analysis and viscosity measurement, three additional procedures are con-

sidered on the basis of economy, simplicity, and speed of performance.

These are the crackle test for excess water, the blotter spot test for soot

and dispersancy characteristics, and pH determination for acid or alkalinity

change. In combination, it is felt that these five techniques provide the

optimum information for diagnosis of engine operation as reflected by lubricant

change or contamination, while also meeting many of the test evaluation cri-

teria previously listed.

As noted earlier, the crackle test and blotter spot test are somewhat sub-

jective a. I will require an accumulation of experience for proper use by

laboratory personnel. It is believed that the AOAP laboratories use the

crackle (hot-plate) test principally as a gross indication of excess water.

One description (reference 22 in the Appendix) of the test calls for the use

of oil standards containing 1 percent, 0.1 percent, and a "trace" of free

water, at a hot-plate temperature of 230 0 F. Assuming the technique is sen-

sitive to the presence of 0.1 percent water, the method would provide for

detection below the various limits offered by some respondents. In the case 4
of the blotter spot test, interpretive aids in the form of photographic ex- -
amples can be used to demonstrate excessive soot levels, impaired disper-

sancy, and, also, the presence of free water. J
One category of lubricant test method which was not addressed in this study

(primarily due to the lack of significant acceptance) was the instrumental
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technique for measurement of a change in electrical properties. Several

commercial instruments are available which measure dielectric constant, or

conductancp.4 or other electrical property of an oil. In most cases, the

II instruments are promoted as a "go-no go"l prescreening tool which quickly and
inexpensively provides an indication of the need for additional analysis. The

value of a screening procedure of this type is apparent; however, further

evaluation to establish the applth~ability of the various instruments is evidently

required.

Recommended Analytical Techniques and Sampling Procedures

Based on a review of oil analysis service laboratories, used oil analytical

practices by both lubricant and engine suppliers, and the assessment of the

state-of--the-art in used oil analysis through a review of the literature as

provided in the Appendix, the following recommendations have been deduced.

Sampling. Diesel engine oils are best sampled either by petcock-type valve

installed in the pressurized oil gallery (preferred for highest quality oil

sample obtained at lowest cost) or suction tube inserted via the dipstick tube

into the oil reservoir. The oil should be sampled while still warm after the

engine has been operated. Sampling from the bottom of the oil sump or the

drain plug is not recommended since the sample may not be representative.I
The sampling operation is usually performed immediately prior to the actual

draining of the oil. Oil additions during the drain~ interval or since the last

sample submission should be recorded and reported, along with other infor-

oil drains should also be taken while the oil is warm and prior to makeup oil

additions.

The rationale for hot versus cold oil sampling results from a consideration of

the oil flow system and the physical properties of used oils. It Is generally

accepted that a hot engine oil has been well circulated throughout the oil

system (galleries, pans, valve decks, etc.) by the very nature of the engine

operation, which provides dynamic mixing of the oil. This mixing (attested to

by the temperature of the sample) is required so that a representative sample

is taken--a necessary requirement if representative analytical results are to



be obtained. Typically, a used oil stratifies to varying degrees after engine

shut-down and continued down-time; coincidentally, the oil cools to ambient

temperature. Lubricant samples taken after prolonged engine shut-down are

referred to as "cold samples" and are suspect as not being homogeneous,

representative samples of the bulk oil. Consequently, analytical results for

cold samples may not be representative and could lead to inaccurate interpre-

tations of oil/engine condition.

Analytical Techniques. Engine condition is reflected by the engine oil due to

three primary engine operating considerations:

0 Wear

0 Contamination

* Fuel leaks (injector or lines)

0 Coolant

0 Dirt and dust ingestion

. Stoichiometry (air-fuel ratio)

0 Wrong or poor fuel (high sulfur)

* Air intake or exhaust restrictions

Assuming proper lubricant and filter quality at proper change intervals,

selected analytical techniques can detect abnormal oil properties reflected by

engine component wear, contamination, or air-fuel stoichiometry. Analytical

detection techniques include:

Analytical Technique Source

0 Metals

* Fe Component wear

* Pb Component wear

* Cu Component wear

a Cr Component wear jl

* Ni Component wear

* Al Component wear or contamination

0 Ag Component wear

* Sn Component wear
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* Analytical Technique Source

a Si Contamination

* B Contamination

* Na Contamination

* V Contamination

0 K Contamination

* Viscosity . Oil degradation, fuel dilution,

and soot and other blowby

* Blotter spot test @ Soot, dispersancy, water and/or

glycol

r Hot plate crackle test Water

, pH alkalinity depletion Strong acid, oil

degradation, stoichiometry

If abnormal concentrations are detected, additional analytical confirmatory

tests are included:

* Pentane and benzene insolubles by centrifugation

* Water by centrifuge

a Glycol by field test kit (ASTM D 2982-73)

* Fuel dilution by GC or flash point

0 Neutralization number

iHowever, these confirmatory tests are not recommended unless drain-on-condi-

tion policy is adopted. If so, other tests may also have to be considered,

such as microfiltration for particle size distribution and infrared (for oxida-

tion and possibly nitration). Because of the limited specificity of any indi-

vidual test, accurate diagnostic recommendations may require a series of

tests. For example, viscosity is an important lubricant property (in fact, the

single most important property); however, deviations from the viscosity norm

can be due to a multitude of reasons:

* Lubricant order requiring grade change

0 Fuel dilution due to leakage or combustion stoichiometry

* Shearing of polymer thickener or high molecular weight dispersants

47

•- .?



* Oil oxidation due to wear stress or blowby effects

0 High soot levels due to high blowby or poor stoichiometry

0 Emulsion formation due to glycol or water contamination

* Etc.

Diagnosis, prognosis, and maintenance recommendations require specific identi-

fication and quantitation of the cause or causes of the abnormal viscosity,

hence the extensive listing of confirmatory tests. However, for the most

part, the primary tests will tend to identify abnormal wear, contamination or

stoichiometry attributed to irregular engine operation or impending engine

component failure.

Table 13 is an abbreviated scheme for relating engine condition to abnormal

analytical data. The potential engine-related problems corresponding to the

analytically measured properties and the causes of abnormal analytical data

are outlined in this table.
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TABLE 13. SCHEME FOR RELATING ENGINE CONDITION TO ABNORMAL ANALYTICAL DATA

Indication of
Analytical Property Abnormal Condition Potential Engine Related Problem

Metal
Iron (Fe) Iron metal component wear Check gears, cylinder liners, crankshaft,

pumps, supercharger, etc.

Lead (Pb)
Copper (Cu) Bearing insert wear* Check inserts and bushings
Silver (Ag)
Tin (Sn)

Chromium (Cr) \ Piston liner/ring wear Impending failure or high wear due to dirt
Aluminum (Al)J ingestion; blowby increase due to wear

Silicon (Si) \ Dirt or dust Air cleaner not properly operating, air
Aluminum (At) intake leak

Boron (B) Coolant Check for coolant leak
Sodium (Na)
Chromium (Cr)

Crackle Test High water Check for low sump temperature
Check for coolant leak
Is glycol present? (boron and

sodium test under metals)

Viscosity
High Oil degradation High cylinder temperature operation

Soot Poor stoichiometry

Low Fuel dilution, tise of lubrlcant Check for injector leaks

of lower viscosity for cold Check for fuel line leaks
weather operation Confirm lubrication order

Spot Test High soot High blowby
Poor fuel-air stoichiometry (rich)

1)ispersancy decreasod due to water Supercharger improper operation
Injectors leaking, etc.
Coolant leak or low sump temperature
operation

p1l Strong acids and alkaline depletion Iligh-temperature operation, high hlowby,
or high-sulfur fuel with loe-temperature
oil operation, oil degradation

WT'in (Sn) may he only flashing and not major metallurgical component
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SECTION IV

PROGRAM COSTS

General

This section of the report examines the cost factors involved in the implemen-

tation of an Air Force diesel engine oil analysis program. The discussion is -

based on the use of the physico-chemical tests recommended in Section III,

i.e., spectrometric analysis, viscosity, crackle test, pH determination, and

blotter spot test. The subsequent discussion assumes that any diesel engine

OAP would be integrated within the current Air Force aeronautical OAP and

that, ultimately, all Air Force OAP laboratories (presently 104 in number)

would acquire a diesel engine oil analysis capability. 1
Laboratory Equipment Costs

Table 14 lists the proposed laboratory equipment and related costs of procure-I

ment.* Recommended items include the Nametre viscometer, a standard labora-

tory hot plate (crackle test), and an industrial grade pH meter with a combin-

ation electrode. It is seen that the Nametre instrument comprises by far the

major portion of equipment cost. While capillary tube viscometers could be

employed at an equipment cost of about one-fourth that of the Nametre unit,

it is believed that reduced labor costs for operation of the latter instrument

easily outweigh the price advantage for other techniques.

Using the estimated item lives, Table 14 shows an annual equipment cost of

$514 per laboratory. The initial cost tu equip all of the present 104 labora-

tozies would be $435,760.

Sample Analysis Costs

Analysis costs were computed on a per sample basis. To explore the effect of 7
alternate approaches, three differen~t program plans were considered, de-j

scribed as follows:j
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TABLE 14. EQUIPMENT COSTS PER LABORATORY

Initial Yearly
Item Cost Cost*

Nametre viscometer $3,795 $379.50

Hot plate 45 4.50

pH meter 300 30.00

pH electrode 50 100.00
$4,190 $514.00

Based on an equipment life of 10 years and an electrode life
of 6 months.

TABLE i5. ANALYSIS COSTS PER SAMPLE .

Item Case I Case II Case III

Sampling
Supplies $0.30 $0.30 $0.30
Labor* 1.13 1.13 1.13

$•1•.43 $1.43 $1.43

Analysis
Labor* (physico-chem tests) 0.75 0.75
Consumables (solvents, glassware, 0.15 0.15

spot paper, etc.)
Spectrometric analysis** 0.88 0.88 0.88

$1.78 $0.88 $1.78

Fixed Costs
Program management 0.06 0.06 0.06
Personnel training 0.05 -- 0.05
Data system 0.04 0.04 0.04
Lab equipment 0.77 -- 4.87

$0.92 $0.10 $5.02

$4.13 $2.41 $8.23

* Based on utilization of an E-4 grade enlisted person at a rate
of $4.49/hr.

** Includes only labor and consumables costs.

l,,
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Case I - spectrometric and physico-chemical testing, all end items

Case II - spectrometric testing only, all end items

Case III - spectrometric and physico-chemical testing, selected end items

V!G Cases I and II include all end items (7,682 units) previously listed in Table

2. Case III was calcula'Cel for those four equipment categories identified by
Figure 4 as having a high potential for rebuild cost avoidance, i.e., loading

vehicles, fire trucks, construction vehicles, and facility equipment. The total

number of end items in these groups is 1,220.

Table 15 presents the breakdown of per sample analysis costs for the three

cases investigated. The sampling cost of $1.43 applies to each case, as e-&es

the spectrometric a-aalycis cost of $0.88. The latter may be considered arti-
fically low since the figure does not include costs which are currently borne

by the aeronautical OAP, such as spectrometer depreciation and maintenance,

facility overhead, and personnel training. However, if these costs were

apportioned for a diesel engine OAP, there would be a corresponding decrease

in the aeronautical OAP analysis cost per sample.

Under fixed costs, values for program management and the data system are

those presently assigned for the aeronautical OAP, while the personnel train-

ing cost, applicable to the physico-chemical test procedures, is estimated.

The per sample equipment cost ($514 times 104 labs divided by the number of

samples per year) is significantly higher for Case III than Case I because the

former plan would involve far fewer samples annually. As a consequence, the

total analysis cost per sample for Case III is almost twice that for Case I,

with the Case 11 cost (spectrometric determination only) being the lowest.

Estimated Cost Benefits

The economics and possible cost benefits for each of the three program cas.s

are shown in Table 16. Line (a) lists the total number of end items involved,

while line (b) is an estimate of the number (75%) of operable end items at any

given time. Line (c) lists the total number of lubricant samples to be ana-
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TAB'LE 16. DIESEL ENGINE OAP ECONOMICS

Case I Case II Case III

a. Total end items 7,682' 7,682 1,220

b. Est of items in use 5,762 5,762 915

(75% of a)

c. Total samples per year 69,144 69,144 10,980

(12 x b)

d. Analysis cost per sample $4.13 $2.41 $8.23

(Table 15)

e. Total cost per year $285.6K $166.6K $90.4K

(c x d)

f. Annual rebuild cost $505.95K $505.95K $296.25K

(Table 2)

g. Possible rebuild savings $303.57K $303.57K $177.75K

(60% of f)

h. Breakeven hit percentage 94.1 54.9 50.9

(100 x e +g)



lyzed per year, assuming an average engine sampling interval of 1 month.

Line (d) is the per sample analysis cost derived in Table 15. Line (e) is the

total annual program cost for each case.

In arriving at a value for possible cost savings [line (g)], it is assumed that

an effective diesel engine OAP would result in an engine repair action and

obviate the necessity for a major engine rebuild. It is. estimated that the cost

of repair would be 40 percent of a depot rebuild cost. Thus, for Cases I

and II, line (g) is 60 percent of the total annual rebuild cost for all end

items (Table 2), while for Case III possible savings are 60 percent of rebuild

costs for the four selected equipment categories.

Line (h) represents the breakeven hit percentage, or OAP prediction effect-

iveness, for which the annual dollar savings would equal the total annual

program cost. For Case I, this breakeven point (94.1 percent) is relatively

high. Even with a 100-percent hit effectiveness, the Case I example would

yield a savings of only $18K per year.

The breakeven hit percentage of 54.9 for Case II indicates a significantly

greater potential for a savings realization. In this instance, a maximum

(100-percent effectiveness) annual savings of $137K is potentially achievable.

An alternate economic criterion is the savings/cost ratio, which for Case II is

a maximum of 1.82 [the ratio of line (g) to line (e)].

The analysis of Table 16 shows that Case III offers the greatest opportunity

for a cost-effective diesel engine OAP. While the maximum annual savings of

$87.4K for Case III is less than that for Case II, the former case gives a

maximum savings/cost ratio of 1.97. Thus, for every program dollar in-

vested, a maximum return of $1.97 is attainable.

The above discussion presents maximum values for potential savings in terms

of a 100-percent hit effectiveness. It is, of course, recognized that a 100-

percent hit capability is unrealistic; however, there is no technical basis for

assigning a more realistic hit percentage. It is reasonable to assume that the

Case III effectiveness using spectrometric and physico-chemical analyses would

be greater than that for Case II employing only spectromic analysi'7. It is
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t also believed reasonable to predict that the Case III effectiveness would easily

exceed the 50.9 percent breakeven point.

In an effort to project Air Force benefits from a diesel engine OAP, data from

a summary* of the Army oil analysis program (AOAP) for fiscal year 1978

were examined relative to the economic statistics previously cited. Direct

comparisons, however, were difficult. The AOAP summary separately listed
the numbers of aeronautical and nonaeronautical equipment samples analyzed

and estimated savings, but did not (and probably could not) distinguish

between the two equipment types with respect to program costs. In an

attempt to obtain an approximation of the savings/cost ratio for the AOAP
ground equipment effort, total program cost ($2,120,995) was divided by total

samples (428,215) to yield an average per sample analysis cost of $4.95. This

figure multiplied by the number of nonaeronautical samples (143,484) pro-

cessed gives an approximate ground equipment program cost of $710,246.

Relative to the estimated cost avoidance of $1,936,500 for nonaeronautical

engines and transmissions, a savings/cost ratio of 2.73 is obtained.

This figure is not significantly at variance with the maximum ratio of 1.97

previously noted for Case III. (The AOAP hit percentage for ground equip-

ment in FY78 was 98 percent, but maintenance feedback confirmation was

submitted for only 35 percent of the total number of laboratory recommenda-

tions for equipment inspection.) Any variance might easily be due to dif-

ferences in the types of equipment being considered. The nonaeronautical
AOAP cost avoidance for FY78 was almost exclusively associated with high-

output, high-dollar value engines and transmissions for tracked combat ve-

hicles--items of equipment not present in the Air Force inventory.

While a maximum savings/cost ratio of 1.97 for the Case III program is not an

impressive return on the invested dollar, there are additional factors which

could increase the ratio. For example, certain items within the Case III

equipment categories with a high population and low rebuild cost could be

eliminated. Additionally, there are apparently numerous items of civil en-
gineer equipment which could not be identified in the classification of Section

"* "Army Oil Analysis Program Cost and Operations Summary," US Army

DARCOM Materiel Readiness Support Activity, 22 Dec 78.
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II. Equipment of this type, as shown in Figure 4, is highly amenable to a

cost-effective OAP. Finally, in any assessment of a military OAP, it should

be recognized that there are intangible benefits to be derived, e.g., im-

proved materiel readiness, increased equipment utilization, and reduced

spares inventory.
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SECTION V

CONCLUSIONS AND RECOMMENDATIONS

Based on the findings of this study, the following conclusions were drawn:

"* Through a compilation of Air Force records on diesel engine equipment,

an analysis of rebuild costs and rebuild rates identified four equipment
classes with a significant potential for oil analysis- -loading vehicles, fire

trucks, construction vehicles, and facility equipment. A composite
record of Civil Engineer equipment at the various bases was not avail-

able, and such equipment could not be included in this investigation.

"* An overall evaluation of the value of oil analysis for nonaeronautical

equipment, in general, did not permit a well-founded conclusion in this

regard. Differences of opinion within each group were expressed by

responding lubricant suppliers and en ine ma- facturers. Definitive

studies or rigorous correlations were not offered by those favoring the

implementation of oil analysis programs. Nevertheless, in view of the

extensive investment in personnel and money made by both the com-

mercial and military (AOAP) sectors, it may be inferred that a large

segment of those organizations concerned with diesel engine maintenance

and utilization is convinced of the effectiveness of oil analysis.

* A survey of recommended current practices and techniques for oil analy-

sis was conducted with emphasis on applicability, cost, and performance

simplicity. It was concluded that the following determinations represent

the optimized set of test procedures for engine condition surveillance:

(1) Spectrometric analysis

(2) Viscosity by vibrating sphere

(3) Crackle test

(4) pH measurement

(5) Blotter spot test

0 An economic analysis of diesel engine OAP costs indicated no justification

for inclusion of all available equipment in a program utilizing all recoin-
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mended test procedures. A maximum savings/cost ratio of 1.82 was

estimated for a program applied to all equipment items employing only

spectrometric analysis. The rinost economically beneficial program of

those examined would be that limited to the equipment categories listed

above, employing both spectrometric and physico-chemical analyses.

This approach yields an estimated savings/cost ratio (maximum) of 1.97.

While the investment return for the latter program is only marginally attrac-

tive, additional selectivity could be applied to the equipment included in the
program to improve cost avoidance. Intangible benefits will also be realized

from an effective diesel engine OAP. Nevertheless, it is not recommended

that a diesel engine oil analysis program be fully implemented at this time. It

is not felt that the initial cost ($435,760) requirad to equip all existing OAP

laboratories can be justified on the basis of present knowledge.

It is recommended that a pilot program be instituted for a limited number of

laboratories to investigate more practicably the benefits of the effort. Such a

pilot program would also provide a foundation for development of personnel 1
skills, refinement of analytical procedures, and the evaluation of unique

analytical techniques which have not been fully documented for use. In the

latter area, it is envisioned that some evaluation of the various conductivity k
instruments and field test kits is warranted.

With respect to selection of those OAP laboratories to be included in a pilot

program, locations which have a high population of the four equipment cate-

gorles previously identified is desired. For this purpose, it is recommended

that the five ALG laboratories (Oklahoma City, Ogden, San Antonio, Sacra-

mento, and Warner Robins) are likely candidates. The three laboratories

(Dover, McChord, and McGuire AFB) within the continental United States

serving the Military Airlift Command are also proposed candidates. The initial
cost of laboratory instrumentation to equip these eight OAP labs would amount

to an expenditure of approximately $33,520.
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APPENDIX
ASSESSMENT OF THE STATE-OF-THE-ART IN USED OIL ANALYSIS

THROUGH A REVIEW OF THE LITERATURE

In the process of recommending analytical techniques and sampling procedures

as a part of the deliberation of the feasibility of including diesel engine-

powered ground equipment in the U.S. Air Force Oil Analysis Program

(OAP), a current background of knowledge of the state-of-the-art in used

oil analysis was required. This Appendix attempts to provide an assessment

of the state-of-the-art in used oil analysis with emphasis on diesel internal

combustion engines (ICE) through a review of the literature. Bibliographic

references are included within this text as often as possible so as to provide

an annotated review.

During December 1978, a literature search was performed using the following

search bases:

o NTIS: Retrospective to 1964, prepared by the National Technical Infor-

mation Service of the U.S. Department of Commerce.

o Chemical Abstracts Condensats: Condens/CASIA, 1970-1971, 1972-1976,

1977 to present, prepared by Chemical Abstracts Service.

o SAE Abstracts: Abstracts prepared by Society of Automotive Engineers.

For the NTIS search, the program scans all abstracts in the file for the given

keywords or key letter sequences:

Set 8 Set 19 Set 23
Analy Used Oil Method
Prognos Used Oils Technique

Diagnos Lubrica
Monitor Oil
Exam
Evaluat
Test
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Since 1964, there are 712 citations which show at least one member from each

of the above sets. That is, each of those 712 abstracts contains one member

of set 8, one member of set 19, and one member of set 23. Of the 712 ab-

stracts, 585 date from 1970 forward, and these are the ones which were

reviewed.

Chem Abstracts was searched in the same manner as the NTIS with one ex-

ception. The three sets used in the NTIS search were used in the Chem

Abstracts search and one other set was added; that set contained the word

"diesel". This search gave a total of 30 citations since 1972.

The SAE Abstracts data base waE scanned in the same manner as with NTIS

and Chem Abstracts but using only set 8 and set 19. This search gavc 603

abstracts since 1965. These abstracts (and pertinent papers or reports) were

reviewed, and selected references were included in the preparation of the

following annotated review which has been divided into three sections. An

alphabetized bibliography is provided after the last section.

I. MILITARY VIEWPOINT

From a military viewpoint, a recent report prepared by the Comptroller Gener-

al of the United States provided a review of the activity in spectrometric oil

analysis (SOA) and identified areas of potential improvement in the utilization

of military SOA (1)*. Inferrred savings were identified for ground equipment

based on examples of private industrial cost-effective programs. Particular

emphasis was placed on cost savings potential permitted through the factual

and scientific help which SOA could provide in extending individual oil change

intervals. Extending these oil change intervals wovuld save oil, maintenance

manpower, and equipment downtime, while still protecting the equipment from
excessive wear and failure. A major Department of Defense (DoD) "drain
on condition" thrust area identified by a DoD project manager (for Mobile

Electric Power) is the more than 26,000 generators in the then current DoD

inventory (2) which have 100-hour oil change intervals. These generators

* Numbers underlined in parentheses refer to references at end of each

section.
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potentially be changed at 300 hours (or every 6 months), resulting in a very

significant cost savings.

The joint '"Industry-Military Spectrometric Oil Analysis Symposium" was held

July 18-20, 1967 in San Antonio, Texas. This Symposium summarized much of

the background in the use of spectrometric oil analysis programs (SOAP),

which predominantly addressed wearmetals. The Symposium discussed the

relation of SOAP to aircraft engines and industrial (stationary and vehicular)

engines. This Symposium lent support to the formation and acceptance of a

tri-service agreement between the Army, Navy, and Air Force to ensure

systematic planning, developing, and managing of a coordinated SOAP pro-

gram within the DoD.

An Army fleet test was initiated in September 1967 (under contract DAAD05-

67-C-6361) at Southwest Research Institute, and oil samples were submitted

for detailed analysis in support of providing input to an evaluation of SOAP

as applied to Army tactical vehicles (3).

The DoD Equipment Oil Analysis Program was established by DoD directive

under the management of the Navy In May 1969. This DoD directive was

replaced with a "Joint Agreement for the Interservice Equipment Oil Analysis

Program" dated 2 October 1972, and it continues to be the basis of an on-

going program known as the "Joint Oil Analysis Program (JOAP)," directed

by the OAP managers for each of the services, Army, Navy, and Air Force.

The Army Oil Analysis Program cost and operations summary (4) provided for

FY78 showed 428,215 oil samples (aero and nonaero) analyzed at nine labora-

tories for a cost avoidance to cost of program ratio of .0 to 1. The highest

number of nonaeronautical samples (47,019) were analyzed at Ft. Hood, Tex-

as, where, coincidently, a high population of active diesel engines is located.

While the Army program appears to be successfully cost effective, it is actual-

ly in a growth pattern in that not all engine oil samples are analyzed other

than for metals. The physical property testing has been expanded in support

of "on condition" oil change recommendations, the cost effectiveness of which

has yet to be proven. (See Section III of this report for a more thorough

discussion of the laboratory test practices at AOAP laboratories).
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A number of technical bulletins have been published which describes the

Army Oil Analysis Program (5,6).

A bibliographic listing of articles and reports addressing oil analysis, croos

indexed by subject and author, has recently been compiled by the Military

Joint Oil Analysis Program (7). Unfortunately, while topics are keyed to the
1,001 references in this compilation, no abstracts are provided.
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5. No Author, "Nonaeronautical Equipment Army Oil Analysis Program

(AOAP)," Department of the Army Technical Bulletin, TB 43-0210,

Headquarters, Department of the Army, Washington, D.C., 22 July 1978.

Includes sections on:
* General purpose, scope, definitions, etc.,
* Responsibilities,
0 Initial entry into AOAP,
* Sampling requirements, techniques, intervals (25 operating hours or

every 30 days, in most cases),
* Feedback data (in the form of recommendations),
* Laboratory locations (nine),
0 Limitation of analysis, and
0 Specific appendices for applying AOAP to (1) AVDS 1790 diesel en-

gine series, (2) 6V53, 6V53T, and 8V71T engine series, (3) diesel
electric locomotives, (4) watercraft, and (5) material handling and
construction equipment.

6. No Author, "AOAP Army Oil Analysis Program Users Guide Nonaero-

nautical Equipment," Technical Bulletin TB 43-0211, Department of the

Army, Washington, D.C., 30 January 1978.

Provides pictorial approach to accomplishing sampling, documentation,
shipment of sample to laboratory, and follow-up instructions. For poli-
cies, objectives, and responsibilities, see AR750-22.

7. No Author, "Joint Oil Analysis Program Bibliography," Final Report

JOAP-TSC TR-78-001, Technical Support Center, Joint Oil Analysis
Program, Naval Air Station, Pensacola, Florida 32508, July 1978.

In addition to "Work Unit Summaries" and a bibliographic index, the bib-
liography contains 1,001 references. The references include the title of
each entry, which has been placed in alphabetical order according to au-
thor's last name. Topics keyed to the references include:

* Elements (24 individual elements listed)
* Additives
* Additives -Analysis
* Analysis - Colorimetric, Metals
0 Analysis - Fluids (General)
0 Analysis - Metallic, Chemical - instrumental and unclassified
* Analysis - Neutron Activation
* Analysis - Radioactive
* Analysis - Trace Metals (General)
* Analysis - Wearmetal (General)
a Assessment, Fluid
0 Condition, Fluid
• Corrosion
0 • Debris, Wear
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0 Diagnosis, Machine
* Ferrography
* Filters, Filtering
* Fluids (Hydraulic), Fluid Systems, and Contamination
* Greases, Solid Lubes, Boundary Lubes
* Life - Engine, Machine, Bearing, Gear
0 Lubrication and Lubricants
* Luminescence, Chemical
0 Maintenance
0 Monitoring, Engine Health
0 Performance, Fluids
* Prognosis, Machine
* Reclamation, Fluid
* Specifications
* Spectrometry, Atomic Absorption
* Spectrometry, Atomic Emission
* Spectrometry, Atomic Fluorescence
* Spectrometry, Electron/ Resonance
* Spectrometry, Fluorescence and X-Ray
* Spectrometry, Infrared
* Testing and/or Evaluation, Machine
* Wear, Wear Studies, Tribology

II. OIL ANALYSIS IN GENERAL

A set of references (8-53) was reviewed, summarized, and categorized as

reflecting oil analysis in general. While much of this topic is covered pri-
marily by selected papers published by the Society of Automotive Engineers,

other sources are included.

Oil analysis programs involve communication between the laboratory (where

analyses are performed and data are archived), the user (who withdrew the
oil sample and sent it, along with pertinent engine information to the lab-

oratory), the repair facility (which confirms or denies the existence of a

distressed component), and management (who must decide on the cost ef-

fectiveness and criticality of the used oil analysis program). The following

list of terms (or words in some cases) forms a basis of OAP communication

and has been elaborated on in references 41 and 64.

0 Removal - Taking a component to repair shops for any reason.

* 1it - A removal for which OAP prediction was found to be

justifled.

o Miss An OAP-based removal not found to be justified.

I t I
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* Success - The percentage of OAP-based removals which are

hits.

* Fail - A removal caused by field evidence (noise, vibra-

tion, smoke, etc.) which should have been predicted
by OAP, but was not.

6 Diagnosis - The act of recognizing or determining what compo-
nent/components are abnormal and their mode/modes

of abnormality. Detection of the problem.

a Prognosis - Definition of the course of the component or ma-

chine abnormality to include time to failure and
abnormality mode progression.

* Recommendation - Defined course of corrc tive action.

* Detection - Determining that elements of oil analysis (analy-

tical data) are normal or abnormal.

* OAP Prediction - Recognition or suggestion of an impending failure

of an engine component due to abnormal element
detection.

* Impending Failure - Total or complete failure not yet having occurred

but diagnosed as pending.

The condition of internal combustion engine (ICE) oils is approached somewhat

differently than is the condition of turbine engine oils. Metals generally

found in used ICE lubricating oils are from three sources--wear, contamina-

tion, and additives. Table A.1 lists the more common metals and shows which

metals can be from one or more of the wear, contamination, or additive sour-

ces. Table A.2 lists those metals related to dirt, coolant, and fuel contamina-

tion of oil.

Since the ICE oil must lubricate, as well as cool and keep the engine clean,

the ICE oil condition becomes important. Three basic factors in diesel engine

lubrication have been identified as soot, sulfur, and severe temperature by

K.L. Kreuz in a discussion of diesel engine chemistry as applied to lubricant

problems (8). ICE oil must contend with piston blowby of combustion pro-
ducts, including carbon, nitrates, oxygenates, etc., as well as raw fuel.

Each of these can reduce the lubricating ability of an oil premature to a nor-

mal or extended oil drain interval. Each engine has an additional "oil con-
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TABLE A.I. METALS IN DIESEL ENGINE OILS

Wear Contaminant Additives
Fe Si P
Pb Pb* Zn
Cu B B**
Cr Ca Ca
Al Al Ba
NI Na Na**
Ag V Mg
Sn Cr
Mo K
Nn

* Seldom unless leaded gasoline present in fuel.
** Minimized by oll specification

TABLE A.2. METALS FOUND IN CONTAMINANTS

Contaminants Metal
Dirt Al, Si, Ca
Coolant B, Cr, K, Na
Gasoline Pb
Diesel V
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sumption factor" (whether the oil is burned or simply leaked by seals) which

can significantly influence laboratory data result 3 with respect to their diag-

nostic interpretation.

Dispersancy can be a key to oil condition and may be best measured by

pore-sized filters rather than simple "pentane-insolubles" and is the subject

of ongoing research at laboratories such as Shell Research Laboratories and

cooperative testing within the Technical Division D-2 of the American Society

for Testing and faterials. Independent of ICE oil insolubles (measured by

any method) or dispersancy (measured by such tests as tho "spot test,")

carbon from diesel engines may affect other additives such as some extreme

pressure additives (potentially) by adsorption. Thus, the additive is ren-

dered ineffective, resulting in excessively high wear rates of certain high

load areas of IC engines (35). Assuming wearmetal concentrations will detect

this default, oil additive compounds would be changed or oil change intervals

shortened since no simple laboratory test has been defined to relate to the

friction increase due to this kind of chemical adsorption process.

While probably not totally exhaustive, used oil properties have been identified

in Table A.3 under contamination, metals, and oil degradation for which the

type of analytical methods and significance have been indentified.

Used oil analytical data are related to engine condition and/or operation in

Table A.3 which also identifies the probable cause of abnormal test data

results. Table A.4 is a broadly generalized cause-and-effect relationship for

diesel engine condition and/or operation.

Normal wearmetal production (assuming normal drain intervals) can be de-

scribed pictorially as below.
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TABLE A.4. CAUSE OF OIL ANALYSIS TEST RESULTS RELATED TO DIESEL ENGINE
CONDITION AND/OR OPERATION

Cause of Oll Condition Relation to Engine Condition and Operation

Water condensation Low cooling jacket temperature

Excessive engine idling at cool temperatures

Short, intermittent service

Water and ethylene glycol Improperly torqued cylinder head
coolant leakage Defective or blown gasket

Defective seal
Improper installation of seals
Cracked block or cylinder head

Diesel fuel dilution Overfueling due to restricted fuel
return line or oversize Injectors

Poor injector spray pattern
Dribbling from burnt or defective
injector tips

Restricted air supply or exhaust system
Worn rings and liners
Ring sticking or breakage

Oil degradation High temperature operation due to
peak power output, inadequate cooling,
or lean operation

Engine wear excessive

Over-extended oil drains or poor
oil specification

High blowby fuel soot Rich operation due to overfueling,
restricted air intake or exhaust system

Defective injectors causing poor
spray pattern or dribbling nozzles

Worn rings or liners, stuck or broken
rings

Ingested dirt Inadequate air filter maintenance
Air leaks in intake system

Wearmetal Piston, piston liner/ring metals

generally related to quantity of
ingested dirt

Inadequate oil filter maintenance
Poor lubrication or worn out parts
Normal wear

Increase in total acid no.
Slow or moderate Normal blowby production
Rapid High blowby or oil degradation

(see above)
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TABLE A.4. CAUSE OF OIL ANALYSIS TEST RESULTS RELATED TO DIESEL ENGINE
CONDITION AND/OR OPERATION (Cont'd)

Cause of Oil Condition Relation to Engine Condition and Operation

Increase in strong acids Poor combustion, high blowby sulfuric
acid condensation due to low
cylinder wall temperatures

High-sulfur fuel when oil drain
extended, depleting of oil
over-basing

Decrease in total base no.
Slow Normal operation, normal fuel

sulfur level
Rapid High blowby and oil oxidation
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The dotted line failure cases A and B represent infant engine mortality and

premature engine failure, respectively. Case C is the normal breakin, fol-

lowed by normal weatmetal production observed when the engine life is max-

imized. Successful SOA requires detection of wearmetals production from an

impending failure rather thana a catastrophic failure, resulting in a repairable

rather than a rebuildable engine situation, respectively. Normal wearmetal

production as measured by SOA depends on engine type and service, lubrica-

tion change interval, and oil-consumption rate. Trend analysis for a group

of similarly operated engines seems to be most successful for detecting im-

pending failures of oil-wetted components. Particular individual and sets of

metals must be related to oil-wetted components in order to identify failing

components. The most success has been in the piston cylinder/liner/ring,

rod and main bearing insert and gear areas of engines. Tbat is, wearmetal

production from cam lifter surfaces and valve stem areas for example, is gen-

erally not diagnostically significant.

Effective engine condition montoring may also require vibration analysis, boro-

scopic inspection, chip-detector inspection (micro and macro), oil-filter eval-

uation, engine-operating condition information including oil consumption, and

sophisticated data interpretation and recommendation schemes. Additionally,

the lubricating oil placed in a system must respond to tests diagnostically re-

flecting its condition and the condition of the engine or transmission it is lub-

ricating.
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Oil analysis failed to show a significant maintenance reduction cost for
a sample and control groups in a line-haul, inter-city, and two mining
fleets. While oil analysis was found most effective in detecting air
intake leaks and contamination by coolant and fuel, the oil analysis
effectivess was hindered by irregular sampling, sample contamination,
and lack of follow-up.
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Engine Wear," SAE Paper No. 770829.
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Engine Wear." SAE Paper No. 780181.

An in-depth description and applications of ferrographic oil analysis
techniques are presented. Ferrgraphy, spectroscopy, and radioactive
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oil operating time, oil and coolant temperature, and filtration effects
are demonstrated. Wear rates are shown for a direct injection,
four-cycle, turbocharged diesel engine.

37. Strigner, P.L. and Kallio, N.N. (National Research Council of Canada),

"A Study of Oil and Filter Change Periods and Engine Oil Monitoring for

CM 6V-71 Diesel Bus Engines," SAE Paper No. 780184.
After operation of 13 buses for 7 years having various oil/filter periods
of 6,000/6,000 to 25,000/25,000 miles, the optimum oil/filter change in-
terval was judged to be 25,000/12,000 miles. Correlations and oil test
data are given.U

38. Alexander, W.R., Murphy, L.T., and Silver, R.D. (Mack Trucks,

Inc.), "Developing an Engineered Systematized Maintenance Program for

Heavy-Duty Trucks," SAE Paper No. 780430.
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chassis grease, and the various filters required.
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centration Measurements in Cil: Calculation of Significant Wearmetal
Production Rates," Proceedings of the 20th Meeting of the Mechanical

Failures Prevention Group, May 17-19, 1977, NBS Special Publication

494.

Regression analysis and compensation for oil consumption greatly improves
wearmetal concentration in evaluating engine service life.
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40. Tessmann, R.K. and Maroney, G.E., "Effective Fluid Analysis of Oil-

Wetted Systems Through Proper Planning and Interpretation," ibid.

Five fluid analysis techniques in widespread use are particle counting,
gravimetric analysis, pad compaxi.-on, ferrography, and spectrographic

analysis requiring proper planning and interpretation to determine cor-
rective actions and cause of failures to provide longer life of oil-wetted components,

41. Senholzi, P.B., "Oil Analysis/Wear Particle Analysis." ibid.

Extensive presentation of the Naval Air Engineering Center's "Oil Analy-
sis Decision Process," designed to replace trial-and-error approaches
with the goal of placing oil analysis on a firm technical basis.

42. Rester, G.F., "Application of Ferrographic Lube Oil Analysis to U.S.N.

Ship Systems," ibid.

NAVSEC considers ferrographic oil analysis a modern tool of maintenance
engineering particularly useful at the maintenance activity level by
technicians familiar with the mechanical equipment and trained in ferro-
graphy. Advantages and disadvantages of location of equipment are com-
pared.

43. Valori, R., "Effectivness of the Real Time Ferrograph and Other Oil

Monitors as Related to Oil Filtration, " ibid.

A developmental real time ferrograph was evaluated and found to be ef-
fective in detecting scoring and contact fatigue-type failures of bear-
ings and discs if filtration levels exceed 40-micrometers.

44. Bowen, E.R. and Westcott, V.C., "Ferrographic Separation of Organic

Compounds," ibid.

Ferrographic separation of organic compounds is potentially a method of
assessing wear of seals and gaskets in hyraulic fluid systems.

45. Snowden, J.E., Conway, J., Sr., Westerheid, J.P., "Oil Analysis as a

Significant Factor in Oil and Equipment Maintenance," ASLE, 32, 8, pp

425-432 (1976).

Emphasizes the benefits derived by use of modern used oil analysis pro-
grams employing emission spectrometry, neutralization number, infrared
analysis, and membrane filtration. Basic elements of a good oil analysis
program must include:
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0 establishment of equipment data base

* establishment of deviations from norm due to malfunctions *,
0 metallurgical composition and operating parameter data

* equipment failure causes

* establishment of sampling periodicity

* establishment of meaningful statistical studies of analysis data to

provide guidelines for wearmetal and lubricant control limits.

46. Schilling, A. (Chief Engineer, Institut Francais du Petrole), Automobile

Engine Lubrication, 1972, Scientific Publications (GB), Ltd. distributed

in the USA by Scholium International Inc., Flushing, New York.

Chapter 10 covers "Lubrication and Maintenance Control," with a section
on "Lubrication Control by Examination of Oil During Rui ning." Gives an
extensive discussion of rapid elementary analyses with much emphasis on
blotter spot tests. Under section on "Through Rapid Analyses," modern
techniques including spectrometric metal analyses, differential analyses,
and microfiltration are discussed. Under section on "Standard Analyses
for New and Used Engine Oils," an extensive listing of principal physical
and chemical properties and their significance and interpretation for
both new and used oils are given. General condemning limits are given
for some lube oil properties including flash point, pentane insolubles,
viscosity, and water.

47. Hart, W., Hulme, 3.E., and Crumley, R.C., (Whitco Chemical Co.),

"Minimizing Fleet Maintenance Costs Through Modern Methods of Crank-

case Oil Analysis," National Petroleun. Refiners Association, Paper FL-67-

61A, Presented at Fuels & Lubricants Meeting, September 13-14, 1967.

What is the condition and the suitability of a used oil for "contini.ed
use" and "are engine malfunctions occurring?"

Conventior. al analytical methods:
* Viscosity
* Insolubles
* pH
a Acid numbcr
* Base rumber
0 Water content
* Fuel dilution
* Antifreeze content
* Microscopic examination
Performance parameters:
* Degree of oxidation
* Varnish-forming tendency
* Coi,taminant content
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0 Sludge-forming tendency
* Engine condition
New analytical methods:
0 Direct-reading spectrograph for metals
0 Infrared spectrometer
* Microfiltration

These new techniques alone may now be sufficient to meet used oil analy-
ses objectives, but controversy says look at viscosity and pH also.

48. No Author, Proceedings, "Rapid Methods for the Analysis of Used Oils,

Papers presented at a joint AFTP-SIA Meeting on 12 October 1970,

Published by Scientific Publications.

(a) Collat, R. (Mobil Oil Francaise), "Rapid Laboratory Methods, Differential
Infrared and Calibrated Membrane Filtration."

Calibrated membrane filtration gives more realistic data on lubricant
quality than conventional centrifuge insolubles. Differential infrared
as a single test gives information on contamination and chemical changes
including water, ethylene glycol, oxidation products, nitration, fuel
dilution, and additive peak changes.

(b) Morot-Sir, F. (Societe Francaise des Petroles BP), "Application of Thin-
Layer Chromatography to the Analysis of Additives in Lubricants."

Identification and quantitation of lubricant additives and ethylene gly-
col contaminant are possible using an optical density meter.

(c) Sibenaler, E. (Ecole Royale Mililaire de Bruxelles), "The Photometric
Analysis of Blotter Spot Tests."

The blotter spot test, behavior of oil spot, theory of photometric meth-
ods, p,-actical illustrations, advantages and disadvantages are discussed
in depth. Approach is felt to be effective, sensitive, and accurate for
controlling crankcase oil quality and dispersancy. Mathematical descrip-
tion of spot tests and their interpretation for oil condition are given.

(d) Perrier, P. (Minisilere de la Marine Nationale), "The French Navy STM
Control Kit."

Shipboard personnel control used lubricant testing and interpretations
using a rapid test kit for essential parameters of dilution, acidity, and
contamination.

0 Dilution is appraised by a balldrop viscosity comparator method with
improved accuracy over the standard viscosity comparator.

0 Acidity is measured by the variations of a colored marker (the pur-

ple green of bromocresol) in an aqueous solution:
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pH_ Aqueous Phase Color
4 yellow

5-6 green
7 purple

0 Contamination by blotter spot test using a maximum insolubles con-
tent corresponding to a spot with an intensity of 4 on the Munsel
scale with perfectly standardized paper (Durieux 122). Sample spots
with coloration of 51 and 9 (on the Munsel scale) corresponding to
moderately and slightly polluted oils, respectively, provide the
user with examples of spot coloration progression for comparison.
The intensity of 4 has been correlated to a heptane-coagulated in-
solubles level of 2 percent.

(e) Gourlaouene, A. (Esso Standard SAF), "Rapid Analysis Methods for Used

Oils in Sevice Equipment."

Practical rapid tests in a portable kit are described in addition to
criteria for determining the need for oil change. Tests will include:

* Acidity by methanol extraction and blending with pH-color indicator
or pH paper (less desirable).

0 Viscosity by falling sphere technique correlated to ASTM D 445.
* Water content using Watersmo naper sensitive to water. The paper

dipped into the oil and withdrawn will develop blue spots:

No. of Blue Spots Water Content,
per cm wt%

No spots 0.5
1 or 2 0.5

about 5 spots 1.0
above 10 spots 2.0

When using Hydrokit Powder:

Water Content,
No. of Purple Spots ppm

1 or 2 20-40
5 to 10 40-60
Numerous 60-200

Purple stretches 200-500
Entirely purple powder 500

* Sediment content for hydraulic and compressor oils by mixing with
heptane and evaluating its spot on 8 micrometer Millipore paper.

* Carbon content by simple photometer opacity of sample in a tube ver-
sus a standard. A 3-percent carbon value considered as a limit.
May indicate poor stoichiometry or other piston area engine defi-
ciency.

* Detergency by blotter spot test using the dark zone spread to indi-
cate degree of detergency.
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0 Dilution by fuel indicated by viscosity when carbon content not
off-setting.

(f) Moro, F. (Compagnie de Raffinage Shell Berre), "In-Service Testing and
Lubrication Monitoring," p 45.

Gasoline engine oils for a fleet of taxis are compared to bench-test re-
sults. Blotter spot test indications at 200 and 200 0 C predict engine
failure and faulty running. Glycol contamination is deceiving if conti-
nuous in that soot level in used oil does not increase. Some very good
examples of water/glycol contamination in diesel engine oil are given
which show the drastic decrease in dispersancy, resulting in a floccu-
lated spot of irregular contour.

(g) Illien, J. (Direction du Materiel de Transport des PTT), "The Viewpoint
of a Large Motor-Pool Operation," p 69.

Rapid oil analysis methods for used oils must be easily done by nonspe-
cialized staff to determine both oil change frequency and improper engine
running conditions so as to keep the engine clean and to promote long
engine life. Such rapid tests of a practical applicability for promotion
on a generalized scale do not now exist.

(h) VanLaer, R. (Ecole Royale Mililaire de Bruxelles), "A Brief Look at the
Activities of the CL9 Project Group of the CEG Engine Monitoring Group,"
p 71.

Objective is to find simple, fast, and economical methods of analysis so
as to spot anomalies of a mechaniical nature or related to fuel or oil.
Base number and infrared analysis subgroups are actively developing tech-
niques.

(i) Amprimoz, L. (Services des Essences des Armes), Engine Monitoring by
Spectrometry, p 75.

As part of a joint program by countries affiliated with NATO, a SOAP
agency was created with aims to develop (1) a technique for controlling
oil condition and (2) a method for quickly detecting abnormal engine
wear. Spectrometric methods include infrared and atomic absorpton and
are in early stages of development at the time of this report.

49. Williams, W.T. (Sun Oil Co.), "Field Test Kit for Evaluating Lubricants

in Service," Lubrication Engineering, 33, 4, pp 191-194, April 1977.

Particular attention is given to sampling, testing, and evaluating re-
stilts.

* Sampling, Same place each time while oil is at operating tempera-
ture prior to make-tip oil addition into a clean dry bottle shaken
prior to withdrawal for testing.

0 • Viscosity: Single most important test done by falling ball compara-tor at ambient temperature correlated to viscosity at 1000 F.
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* Total Acid Number: Miniaturized ASTM D 974 test by titration.

* Blotter Spot Test: Determine amount of dirt (soot, sludge, etc.)
present and the dispersancy that is left.

* Insolubles: Oil (1 ml) is put through 0.5-micrometer filter paper
and washed with naphtha. The color and density of the resulting
filter are visually matched to standards.

* Glycol Test: Standard procedure for detection in four ranges up to
1,000 ppm.

* Water Test: Several drops of oil in aluminum dish are heated by
match, candle, etc. If bubbling or spotting occurs, indicates pre-
sence of water.

50. No Author, Military Specification, MIL-T-19467C, "Testing Kit, Internal

Combustion Engine In-Service Oil Condition."

Scope: Test kit estimates
(1) Dilution with fuel (viscosity comparison)
(2) Viscosity increase (oil thickening)
(3) Reaction (presence of corrosive acids)

51. Gates, V.A., Bergstrom, R.F., Hodgson, T.S., and Wendt, L.A. (Shell i
Oil Company), "On the Spot Testing of Used Lubricating Oils," SAE

Preprint Paper No. 339, presented August 16-18, 1954.

Describes in detail the spot, indicator, and interpretation of the "Spot
Test" for:

(1) Oil contamination
(2) Dispersant effectiveness
(3) Alkalinity level

52. Gates, V.A., Bergstrom, R.F., and Wendt, L.A. (Shell Oil Co.), "Fur-

ther Discussion on 'Oil Spot' Evaluation of Used Engine Lubricants," SAE

Preprint Paper No. 572, presented August 15-17, 1955.

53. Badiali, F.L., Berti, F., Ingoni, A.A.C., and Persateri, G., "Eva-

luation of Dispersancy by Analytical Methods," SAE Paper No. 780932.

This paper emphasizes the advantages of microfiltration, centrifuging and
photometry, and acid spectrophotometry in evaluating dispersancy, al-
though these methods are far from being rapid.
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III. OIL ANALYSIS AND FERROGRAPHY

Ferrography is gaining in popularity both in the laboratory and as a field

"tool" for wear diagnostics (42-44 and 54-64). While the quantity of material

on a ferrogram tends to relate to the degree of wearmetal production, the

appearance (size and configuration) relates to the type of wear and the

component wearing. In addition to the type or nature of wear occurring,

corrosion processes can also be identified. An "atlas" of wear and corrosion

particles for diagnostics is slowly developing. Since these metallic particles

of diagnostic significance in defining the type of impending failure are gener-

ally not large enough to be seen without a microscope, the ferrographic

procedure has been slow to move from the research laboratory to general

engineering practice or into the field (at the maintenance level) where it

would be most effective. Additionally, magnetic chip detectors (collectors)

and oil filters tend to "catch" a portion of those particles in an oil which

would have been a part of the ferrographic analysis. Hence, microscopic

examination of particles on magnetic chip collectors and on filter elements on a

routine basis can improve detection and diagnostics when used in conjunction

with other detection techniques.

Ferrographic analytical techniques and their application warrants close review

and continued attention as ferrography becomes potentially more attractive in

the diagnostics of engine component wear. It is now more of a research tool,

but "tomorrow," it may be the diagnostic tool providing better OAP success

rates and lower OAP fail rates.

54. Johnson, J.H., "Monitoring of Machine Wear by Used Oil Analysis,"

Presented at International Conference on Fundamentals of Tribology, held

at MIT, June 19-22, 1978.

Future research and development work is required to further understand
ferrography measurements. Standardized ferrography quantitative parame-
ters such as severity index must be resolved in the future in order to
develop a baseline of ferrography data. Effects of oil sample test vol-
time, oil consumption, and oil addition must be considered. Oil sample
collection, ferrogram preparation, and analys)s and parameter calculation
lprocedures need to be standardized if an orderly technological transfer
from the research lab to engineering practice is to occur.
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By comparison, spectroscopy measures total particle concentration from
all surfaces by element whereas ferrography measures percent area covered
by particles on ferrogram by size with emphasis on particles greater
than 1-micrometer.

55. Hofman, M.V., and Johnson, J.H., "The Development of Ferrography as

a Laboratory Wear Measurement Method for the Study of Engine Oper-

ating Conditions on Diesel Engine Wear," Wear, 44, pp 183-199, 1977.

Using a Cummins VT-903 engine, the ferrographic oil analysis severity in-
dex appears to be applicable to the detection of slight changes in wear
rate due to engine-operating conditions. Heated ferrogram analysis tech-
niques enable monitoring of slight changes in the wear rates of various
ferrous wear surfaces, a capability unattainable by spectrographic analy-
sis only. Actually the heated ferrographic analysis represents a break-
through in the wear analysis of specific engine components previously
only possible using radioactive tracer wear analysis methods. The fer-
rographic oil analysis severity index appears to not only correlate well
with atomic emission spectroscopy but also offers greater sensitivity and
wear component specificity.

Wh'le inlet oil and outlet coolant temperatures tend to increase wear
levels, other data suggest the fuel consumption levels are improved. Ac-
curate temperature control selection could produce optimized reductions
in fuel consumption and total engine wear. Listed in order of importance
to engine development wear considerations are:

* Main bearings
* Connecting rod bearings
* Camshaft bushings
* Camshaft
0 Tappet roller pins
* Tappet rollers
* Piston rings
7 * Cylinder liner
* Valve guides
0 Piston ring bushings
* Crankshaft

with the main bearings, cylinder liners, and crankshaft dominating heated
ferrogram analyses and examination of engine parts. Note that some of
the components have different types of iron identifiable by fei-rographic
analysis (using microscopic techniques) but not separable by spectro-
graphic techniques. Note also that the VT-903 cast iron piston rings
and cylinder liner are not universal in all diesel engines.

56. Westcott, V.C. (Trans-Sonics, Inc.). "Ferrographic Oil and Grease

Analysis as Applied to Earthmoving Machinery," SAE Paper No. 750555. '

The author emphasizes the advantage of ferrographic analysis over spec-
trographic analysis in providing determination of the nature of an im-
pending failure through particle size and type. Wear particles belong
to certain unique classes of wear and certain types of wear particles
are associated with specific modes of wear, thus allowing prediction of
an abnormal wear-mode progression.

"86



57. Hofman, M.V. and Johnson, J.H., "The Development and Application of

Ferrography to the Study of Diesel Engine Wear," SAE Paper No. 780-

181.

Paper provides an extensive list of references (a total of 55) which in-
cludes the Navy's programs, Foxboro Analytical's ferrograph, etc. The
authors identify the rcsearch and development nature of ferrography as
well as the practical use of simple ferrography on shipboard and mainte-
nance shop levels as a diagnostic tool.

58. Anderson, D.P. and Silva, R.S. (The Foxboro Company),"The Direct

Reading Ferrograph Design, Calibration and a Field Application," ASLE,

35, 4, pp 203-211, (April 1979).

Comparison of ferrographic data and spectrometric data on the same oil
samples is made, and typical field applications are discussed.

59. Scott, 1). and Westcott, V.C., "Predictive Maintenance by Ferrography,"

Wear, 44, pp 173-182 (1977).

Wear particles through ferrography can be a reflection of machine wear
mechanisms.

60. Suh, N.P., "An Overview of the Delamination Theory of Wear," Wear,

44, pp 1-16 (1977).

61. Bowen, R. and Westcott, V.C., "Wear Particle Atlas," Foxboro/Trans

Sonics, Inc., Burlington, MA, 01803. Prepared for Naval Air Engi-.

neering Center, Lakehurst, New Jersey, 98733, July 1976.

Wear particles have characteristic shapes.

62. Scott, D., McCullough, P.J., and Campbell, G.W., "Condition Monitoring

of Gas Turbine--An Fxploratory Investigation of Ferrographic Trend

Analysis," Wear, 49, pp 373-389 (1978).

Successful application of ferrographic analysis to trend analysis/wear
diagnostics of gas turbine engines was demonstratedI.

63. Scofield, G.L. (1977 SAE President), "Diesel Engines and Their Particle

Signatures," SAE Paper No. 780426.

(Use of ferrography and scanning electron microscopy to analyze particles
of wear is demonstrated by specific examples.
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64. Beerbower, A. (Exxon Research and Engineering Co.), "Spectrometry

and Other Analysis Tools for Failure Prognosis," Lub. Engineering, 32,

6, pp 285-293, June 1976.
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